
Technical data
Hydraulic lift crane

LR 1300
Complies with ANSI B 30.5
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Operating weight
The operating weight includes the basic machine with crawlers, 2 main 
winches 33,100 lbs and 66 ft main boom, consisting of A-frame, boom 
foot (33 ft), boom head (23 ft), boom extension (10 ft), 2 73,400 lbs 
basic counterweight, 125,700 lbs carbody conterweight and 661,400 
lbs hook block.

Total weight  	   approx. 639,400	lbs

Ground pressure
Ground bearing pressure  	  2 0.6 psi

Equipment
Main boom (No. 2821.xx) max. length  	   322	ft 
High reach boom (No. 2821.xx and 2316.xx)  	   404	ft 
Luffing jib (No. 2316.xx) max. length  	   371	ft 
Max. combination  	   main boom 194 ft and luffing jib 371	ft 
Auxiliary jib  	   79,400	lbs

Remarks
1. � The lifting capacities stated are valid for lifting operation only 

(corresponding with crane classification according to F.E.M. 1.001. 
crane group A1).

2. � Crane standing on firm, horizontal ground.

3. � The weight of the lifting device (hoisting ropes, hook block, shackle 
etc.) must be deducted form the gross lifting capacity to obtain a 
net lifting value.

4. � Additional equipment on boom (e.g. boom walkways, auxiliary jib) 
must be deducted to get the net lifting capacity.

5. � For max. wind speed please refer to lift chart in operator‘s cab or 
manual.

6. � Working radii are measured from center of swing and under load.

7. � The lifting capacities are valid for 360 degrees of swing.

8. � Calculation of stability under load is based on 75% tipping load, 
ANSI B 30.5 and ISO 4305 Table 2.

9. � The structures are calculated according to F.E.M. 1.001 - 1998  
(EN 13001-1; EN 13001-2). 

LR 1300
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Transport dimensions and weights
Basic machine and boom (No. 2821.xx)

Basic machine
with A-frame, 2x 33,100 lbs crane winches, without boom foot, hoisting 
ropes, basic counterweight and crawlers

Width 	    9´10´´

Weight 	    92,160	lbs

Crawler
Flat track shoes 	    47.2´´

Width 	    55.1´´

Weight 	    49,300	lbs

Boom foot (No. 2821.30)

Width 	    9´9´´

Weight without winch	   12,700	lbs

Weight incl. winch and rope	   16,350	lbs

Boom section (No. 2821.24)� 10 ft
Width 	    9´9´´

Weight* 	 2   ,650	lbs

Boom section (No. 2821.24)� 20 ft
Width 	    9´9´´

Weight* 	    4,200	lbs

Boom section (No. 2821.24)� 40 ft
Width 	    9´9´´

Weight* 	    7,390	lbs

Boom head (No. 2821.24)	

Width 	    9´9´´

Weight* 	    11,900	lbs

9´10´´

10´10´´

38.4´´

11´40´

Option 56´´

31´8´´

57.7´´

33´10´´

8´8´´

10´8´´

8´1´´

20´6´´

8´1´´

8´1´´

40´2´´

10´2´´

26´11´´

9´9´´

8´1´´

Boom - luffing jib transport option
No. 2821.xx/2316.xx 	    40/40	2 0/20	 30/30	ft

Length 	    41´	2 0´6´´	 10´8´´

Weight* 	    11,360	 6,285	 3,990	lbs

*) Including pendants
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Transport dimensions and weights
Luffing jib (No. 2316.xx)

35´3´´

7´2´´

39´10´´

6´3´´

20´2´´

10´4´´

45.3´´

6´7´´

38´6´´

10´10´´

40´

8´1´´

6´3´´

6´3´´

Fixed jib (No. 1713.xx)

Luffing jib head (No. 2316.20)

Width 	    8´

Weight* 	    5,070	lbs

Luffing jib foot with A-frames (No. 2316.22)

Width 	    8´9´´

Weight* 	    17,450	lbs

L-boom sect. tapered (No. 2821/2316.24)�40 ft
Width 	    9´9´´	mm

Weight* 	    5,950	lbs

Fixed jib head (No. 1713.21)

Width 	    6´

Weight* 	    3,030	lbs

Luffing jib section (No. 1713.18)� 10 ft
Width 	    6´

Weight* 	    930	lbs

Luffing jib section (No. 1713.18)� 40 ft
Width 	    6´

Weight* 	 2   ,520	lbs

Fixed jib foot with A-frame (No. 1713.22)

Width 	    8´

Weight* 	    5,070	lbs

*) Including pendants

Luffing jib section (No. 1713.18)� 20 ft
Width 	    6´

Weight* 	    1,400	lbs

25´5´´

7´1´´

39´10´´

4´11´´

20´2´´

4´11´´

10´4´´

4´11´´

31´4´´

6´3´´

Luffing jib section (No. 2316.20)� 40 ft
Width 	    8´

Weight* 	    3,970	lbs

Luffing jib section (No. 2316.20)� 20 ft
Width 	    8´	mm

Weight* 	 2   ,100	lbs

Luffing jib section (No. 2316.20)� 10 ft
Width 	    8´

Weight* 	    1,350	lbs

L-boom jib section (No. 2316.20)�39.4 inch
Width 	    8´

Weight* 	    1,410	lbs
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Transport dimensions and weights
Counterweights

Counterweight� 1x
Width 	    6´11´´

Weight 	    32,000	lbs

Counterweight� 6x
Width 	    6´11´´

Weight 	    11,050	lbs

Counterweight� 8x
Width 	    6´11´´

Weight 	 22   ,050	lbs

Carbody counterweight� 4x
Width 	    5´

Weight 	    31,420	lbs

24.2´´

15.6´´

26.8´´

13.8´´

22´6´´

7´

7´

18´2´´

Mid fall (optional)

Hooks

32.3´´

32.3´´

32.3´´

32.3´´

8´2´´

7´3´´

6´6´´

6´1´´

19.7´´3´7´´

661,400 lbs hook block – 11 sheaves
Width 	    34.6´´	 48.4´´

Weight 	    7,050	 12,130	lbs

330,700 lbs hook block – 5 sheaves
Width 	    19.7´´	2 6´´	 32.3´´

Weight 	    3,500	 6,200	 8,800	lbs

220,500 lbs hook block – 3 sheaves
Width 	    13.4´´	 19´´	2 4.4´´

Weight 	 2   ,400	 4,500	 6,600	lbs

110,200 lbs hook block – 1 sheave
Width 	    11´´	 16.1´´	2 1.3´´

Weight 	    1,800	 3,500	 5,300	lbs

35,300 lbs single hook
Width 	    19.7´´

Weight 	 2   ,000	lbs

Mid fall section (No. 2316.25)� 1.64 ft
Width 	    8´

Weight 	    1,550	lbs

31.5´´ 8´6´´

6´11´´
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Lift chart for main boom (No. 2821.xx)

229,300 lbs counterweight and 125,700 lbs carbody counterweight

Lift chart for main boom (No. 2821.xx)

273,400 lbs counterweight and 125,700 lbs carbody counterweight

Boom length in (ft)
Radius 66 76 85 105 125 144 164 184 203 223 243 262 282 302 312 Radius

(ft) lbs lbs lbs lbs lbs lbs lbs lbs lbs lbs lbs lbs lbs lbs lbs (ft)
15 603,2 661,4 15
20 574,2 578,9 578,1 577,4 570,6 526,6 20
25 459,4 459,3 458,5 457,8 456,4 455,4 446,9 419,7 363,6 25
30 379,5 379,4 378,7 378,0 376,6 375,6 374,0 368,6 344,3 311,2 273,2 239,9 205,3 30
35 322,4 322,4 321,6 321,0 319,6 318,5 317,0 315,7 314,1 296,3 261,0 237,6 204,8 177,3 165,4 35
40 274,2 274,7 274,7 274,9 274,7 274,4 274,0 272,9 267,4 261,1 250,9 234,0 202,9 176,4 164,2 40
50 198,7 199,2 199,1 199,2 198,8 198,5 197,9 197,3 196,7 196,0 192,5 188,1 183,6 170,4 160,1 50
60 154,2 154,8 154,7 154,8 154,3 153,9 153,2 152,5 151,8 151,1 150,3 149,3 145,7 142,2 140,3 60
65 138,0 138,7 138,7 138,8 138,3 137,8 137,1 136,4 135,6 134,9 134,0 133,3 131,4 128,2 126,5 65
75 114,0 114,2 114,4 113,8 113,3 112,5 111,9 111,0 110,2 109,3 108,5 107,5 106,0 104,6 75
85 96,1 96,5 96,0 95,5 94,7 94,0 93,0 92,2 91,3 90,4 89,4 88,5 88,0 85

105 33,4 71,6 71,2 70,4 69,6 68,7 67,8 66,8 65,9 64,9 63,9 63,4 105
125 33,4 55,3 54,6 53,8 52,8 52,0 51,0 50,0 49,0 48,0 47,5 125
140 46,6 45,9 45,2 44,2 43,3 42,3 41,3 40,3 39,3 38,8 140
160 36,9 36,3 35,3 34,5 33,4 32,7 31,6 30,6 30,1 160
180 29,5 28,7 27,8 26,8 25,9 24,8 23,8 23,2 180
200 23,2 22,4 21,4 20,5 19,4 18,4 17,9 200
220 17,9 17,0 16,1 15,0 14,0 13,5 220
235 14,2 13,3 12,2 11,3 10,7 235
255 10,0 9,0 8,1 7,6 255
275 6,2 5,3 4,8 275
280 4,7 4,2 280
295 2,9 2,4 295

Boom length in (ft)
Radius 66 75 85 105 125 144 164 184 203 223 243 262 282 302 322 Radius

(ft) lbs lbs lbs lbs lbs lbs lbs lbs lbs lbs lbs lbs lbs lbs lbs (ft)
22,3 419,7 22,3

25 446,9 419,7 363,6 25
30 391,0 386,3 382,5 368,6 344,3 311,2 273,2 239,9 205,3 30
35 346,3 343,1 339,6 334,5 328,2 323,8 319,1 296,3 261,0 237,6 204,8 177,3 155,5 35
40 301,0 301,1 300,4 299,8 296,5 294,2 290,8 283,7 278,6 272,2 250,9 234,0 202,9 176,4 154,6 40
45 260,9 261,4 261,3 261,5 261,1 260,1 257,5 254,8 247,7 241,1 226,5 221,9 201,1 175,5 153,1 45
50 224,9 225,3 225,3 225,4 225,0 224,6 224,0 223,5 222,8 217,4 206,5 202,5 186,8 170,4 152,0 50
60 174,9 175,5 175,4 175,6 175,0 174,6 173,9 173,3 172,5 171,8 171,0 170,2 165,0 153,6 140,7 60
65 156,8 157,5 157,5 157,6 157,1 156,6 155,9 155,2 154,4 153,7 152,8 152,1 151,2 147,2 136,1 65
75 129,9 130,0 130,2 129,6 129,2 128,4 127,7 126,8 126,0 125,1 124,3 123,4 122,5 119,9 75
85 109,8 110,2 109,6 109,2 108,3 107,6 106,7 105,9 104,9 104,1 103,1 102,2 101,2 85

105 33,4 82,4 81,9 81,1 80,4 79,4 78,6 77,6 76,6 75,6 74,7 73,6 105
125 33,4 64,2 63,4 62,7 61,7 60,8 59,8 58,9 57,8 56,8 55,8 125
140 54,4 53,7 53,0 52,0 51,1 50,1 49,1 48,1 47,1 46,0 140
160 43,6 43,0 42,1 41,2 40,2 39,2 38,1 37,1 36,0 160
180 35,3 34,5 33,6 32,8 31,8 30,7 29,7 28,6 180
200 28,5 27,7 26,7 25,8 24,7 23,7 22,6 200
220 22,8 21,8 20,9 19,8 18,8 17,7 220
235 18,7 17,8 16,7 15,7 14,6 235
255 14,2 13,2 12,2 11,1 255
275 10,1 9,1 8,0 275
295 6,2 4,7 295
310 2,4 310
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L - boom high reach (No. 2821/2316.xx) 236 ft – 404 ft
Working range 86° – 15°

L – boom configuration with 151 ft main boom (No. 2821/2316.xx)

Configuration for L – boom lengths (236 ft – 404 ft) 

Length* Amount of boom extensions

Boom foot 32.8 ft 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1

Boom insert 40 ft 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3

Tapered 40 ft 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1

Luffing insert 10 ft 1 1 1 1 1 1 1 1 1

Luffing insert 20 ft 1 1 1 1 1 1 1 1 1

Luffing insert 40 ft 1 1 1 1 2 2 2 2 3 3 3 3 4 4 4

Luffing insert 3.2 ft 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1

Luffing jib head 32.8 m 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1

Max. L – boom length (ft) 236 246 256 266 276 285 295 305 315 325 335 344 354 364 374 384 394 404

266 ft276 ft285 ft255 ft305 ft315 ft325 ft335 ft344 ft354 ft364 ft374 ft384 ft394 ft404 ft

*Actual lengths of boom sectors are metric (e.g. 3m, 6m, 7m, 12 m). The figures shown above are approximate conversions to feet.
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Working range – luffing jib (No. 2316.xx) 78° – 15°
Main boom 88° – 45°

66 ft76 ft85 ft95 ft105 ft115 ft125 ft134 ft144 ft154 ft164 ft174 ft184 ft194 ft202 ft213 ft

66 ft
85 ft

76 ft
95 ft105 ft115 ft125 ft134 ft144 ft154 ft164 ft174 ft184 ft194 ft203 ft213 ft223 ft233 ft243 ft253 ft262 ft272 ft282 ft292 ft302 ft312 ft322 ft331 ft341 ft371 ft

361 ft

351 ft

Boom configuration for main boom lengths (66 ft – 213 ft) – see table 1 on page 10

Jib configuration for jib lengths (66 ft – 371 ft)
Length* Amount of luffing jib extensions

Luffing jib foot 32.8 ft 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1

Luffing jib insert 10 ft 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1

Luffing jib insert 20 ft 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1

Luffing jib insert 40 ft 1 1 1 1 2 2 2 2 3 3 3 3 4 4 4 4 5 5 5 5 6 6 6 6 7 7 7 7

Luffing jib head 32.8 ft 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1

Luffing jib length (ft) 66 76 85 95 105 115 125 134 144 154 164 174 184 194 203 213 223 233 243 253 262 272 282 292 302 312 322 331 341 351 361 371

*Actual lengths of boom sectors are metric (e.g. 3m, 6m, 7m, 12 m). The figures shown above are approximate conversions to feet.
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Lift chart – luffing jib (No. 2316.xx) 

Main boom angle 88°

Main boom 66 ft Main boom 105 ft

Main boom 194 ft Main boom 213 ft

Capacities in metric tons with luffing jib (No. 2316.xx) 273,400 lbs counterweight + 125,700 lbs carbody counterweight. Above lift chart is for  
reference only. For actual lift duty and complete chart with all available configurations please refer to lift chart in operator’s cab or manual.

Jib length in (ft)
Radius 66 105 164 203 243 282 322 371

(ft) lbs lbs lbs lbs lbs lbs lbs lbs
45 165,4
50 142,3 141,6
55 123,5 121,3 110,0
60 115,7 109,4 107,5 107,4
65 103,5 99,2 95,3 94,6 86,7
70 94,7 90,5 86,5 85,7 85,0
75 33,4 83,3 78,7 77,2 76,9 61,3
80 77,5 71,8 70,3 69,8 60,8 42,1

100 57,9 54,2 51,6 50,4 48,9 39,4 26,3
110 51,4 48,3 45,4 43,6 42,1 36,7 24,9
170 28,6 26,5 24,2 22,2 20,3 16,2
205 19,9 17,9 15,6 13,3 9,4
240 13,3 11,4 9,1 2,4
245 12,7 10,9 8,6
280 7,7 5,7
320 2,8

Jib length in (ft)
Radius 66 105 164 203 243 282 322 371

(ft) lbs lbs lbs lbs lbs lbs lbs lbs
35,9 242,1

45 230,5 216,0
50 208,8 199,5 151,6
60 173,6 172,4 144,5 109,7
65 157,1 162,4 137,8 108,3 78,2
75 112,7 139,3 126,5 104,1 77,0 57,6
85 120,6 112,7 99,1 75,0 56,3 39,8
95 101,4 102,5 92,6 72,7 54,6 38,6 25,3

100 93,8 96,4 89,0 71,8 53,4 37,8 25,0
110 75,3 85,9 83,2 69,0 51,5 36,4 23,8
170 40,2 46,6 46,9 41,0 29,6 18,8
205 30,4 34,2 33,7 26,8 17,0
245 21,0 23,7 21,5 15,3
285 13,4 15,7 7,0
310 10,4 2,8
320 8,2

Jib length in (ft)
Radius 66 105 164 203 243 282 322 371

(ft) lbs lbs lbs lbs lbs lbs lbs lbs
28,7 258,0

40 239,2 221,4
50 198,7 191,7 136,0
60 170,3 167,5 131,4 97,6
70 144,4 148,7 124,3 94,7 71,3
75 121,0 139,7 121,7 93,0 70,5 53,1
85 122,3 111,7 89,1 68,5 52,4 37,9
95 104,6 104,8 84,9 65,9 51,0 37,1 24,0

110 79,1 87,3 78,6 62,6 48,7 35,1 22,9
140 63,1 62,3 55,3 44,4 31,6 20,5
170 42,2 47,8 46,8 39,9 28,8 18,4
205 31,9 35,1 34,2 26,1 16,6
245 21,8 24,5 21,5 14,9
285 14,0 16,6 7,2
310 11,2 2,1
320 9,1

Jib length in (ft)
Radius 66 105 164 203 243 282 322 371

(ft) lbs lbs lbs lbs lbs lbs lbs lbs
29,7 252,2

40 211,6 188,0
55 164,9 158,6 115,4
60 154,3 148,4 112,3 85,8
70 135,4 133,4 105,9 83,2 64,0
75 121,1 126,1 103,3 81,9 63,4 48,0
85 114,8 95,9 77,7 61,4 47,6 35,0
95 102,8 90,4 74,1 58,9 46,2 34,8 22,1

110 82,1 80,1 68,3 55,7 43,9 33,2 21,4
140 62,6 57,4 49,1 38,2 30,3 19,4
170 43,6 46,8 42,5 33,1 27,8 17,5
205 32,9 34,7 28,5 25,1 15,8
245 22,7 24,4 21,2 14,3
285 14,5 16,5 7,4
310 11,2 2,4
320 9,0

Jib length in (ft)
Radius 66 105 164 203 243 282 322 371

(ft) lbs lbs lbs lbs lbs lbs lbs lbs
30,8 213,9

40 186,0 155,1
55 148,0 139,2 99,5
60 139,4 131,1 96,7 75,2
70 123,6 119,0 91,1 73,3 56,9
75 117,3 112,8 88,7 71,9 56,6
80 107,7 85,8 70,0 55,5 43,6
85 103,6 82,6 68,2 54,6 43,3 32,5
95 93,8 77,7 65,0 48,9 42,0 31,9 20,4

115 33,4 66,4 58,3 42,1 39,2 30,8 19,6
170 43,0 41,4 32,9 28,1 26,1 16,7
210 17,1 29,5 24,3 20,8 14,9
245 22,3 21,6 18,1 13,6
285 14,6 16,3 7,4
310 11,4 2,6
320 9,3

Jib length in (ft)
Radius 66 105 164 203 243 262

(ft) lbs lbs lbs lbs lbs lbs
31,5 185,2

40 169,4 136,8
55 137,2 123,9 89,7
65 122,0 113,0 85,6 68,7
70 115,5 108,6 82,6 67,2 52,5
75 110,4 103,0 80,3 65,8 52,4 46,1
80 98,3 77,9 64,1 51,4 45,9

115 33,4 60,7 53,5 38,5 34,9
140 50,9 45,6 34,6 31,6
170 42,1 38,1 29,8 27,6
180 35,9 28,9 26,4
210 21,5 27,1 24,5
220 26,5 24,1
245 22,0 21,9
260 19,2
265 18,3

Main boom 134 ft Main boom 164 ft
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Jib length in (ft)
Radius 66 105 164 203 243 282 322 371

(ft) lbs lbs lbs lbs lbs lbs lbs lbs
42,5 258,0

55 206,3 199,6
75 139,3 138,4 136,1
85 115,2 118,6 116,4 106,1
95 103,6 101,5 100,0 75,6

110 86,7 84,7 83,2 73,2 52,7
120 77,9 76,1 74,6 70,9 51,2 35,2
135 65,8 64,3 62,8 48,8 33,8 21,9
160 53,2 51,8 50,3 45,5 31,0 20,1
180 41,8 44,4 43,0 41,1 29,3 18,7
215 31,7 33,5 32,1 26,6 16,8
255 22,5 24,6 21,6 15,2
260 23,9 20,9 14,6
295 14,6 16,5 6,2
315 12,3 2,2
330 9,1

Lift chart – luffing jib (No. 2316.xx) 

Main boom angle 83°

Main boom 66 ft Main boom 105 ft

Main boom 134 ft Main boom 164 ft

Main boom 194 ft Main boom 213 ft

Capacities in metric tons with luffing jib (No. 2316.xx) 273,400 lbs counterweight + 125,700 lbs carbody counterweight. Above lift chart is for 
reference only. For actual lift duty and complete chart with all available configurations please refer to lift chart in operator’s cab or manual.

Jib length in (ft)
Radius 66 105 164 203 243 282 322 371

(ft) lbs lbs lbs lbs lbs lbs lbs lbs
37,7 257,9

50 188,8 179,6
70 110,9 104,7 105,8
75 101,4 93,9 93,7
80 85,2 84,9 82,6
90 73,0 70,1 70,1 65,5

105 59,9 56,0 54,8 54,3 53,2
115 52,9 48,9 47,9 46,9 47,9 36,9
130 41,7 39,4 38,1 38,5 34,5 23,0
140 37,7 35,1 33,9 33,4 32,1 22,4
170 30,0 27,0 24,8 24,8 22,3 18,2
210 19,4 17,6 16,3 14,0 11,7
250 12,5 11,3 9,0 6,6
285 7,9 6,0 2,9
290 5,6 2,5
325 3,0

Jib length in (ft)
Radius 66 105 164 203 243 282 322 371

(ft) lbs lbs lbs lbs lbs lbs lbs lbs
46,1 233,1

60 182,7 181,3
75 138,0 136,9 130,1
85 118,2 117,4 115,1
90 109,5 107,2 97,9

100 96,3 94,1 92,5 71,0
110 85,8 83,7 82,1 69,8 50,0
125 33,4 71,5 69,9 66,5 48,7 33,9
140 62,1 60,6 59,1 46,5 32,5 21,0
180 45,1 43,8 42,3 40,7 28,9 18,4
220 31,1 32,0 30,4 25,9 16,3
255 24,3 24,1 22,0 14,9
295 15,5 17,3 6,8
315 13,6 2,7
320 12,6
330 10,5

Jib length in (ft)
Radius 66 105 164 203 243 282 322 371

(ft) lbs lbs lbs lbs lbs lbs lbs lbs
49,7 201,0

65 163,1 159,2
80 126,1 124,9 116,4
90 109,0 108,2 105,7 86,2

105 89,7 87,4 83,0 63,7
115 80,3 78,1 76,5 62,6 46,6
125 72,5 70,5 68,9 60,8 45,9 32,4
130 33,4 67,1 65,6 59,6 45,3 32,4
140 61,2 59,7 57,3 44,0 31,7 20,1
185 42,9 41,5 40,0 37,3 27,7 17,5
225 25,0 30,3 28,7 25,1 15,7
240 27,5 26,0 24,1 15,1
260 23,4 22,8 21,3 14,4
300 15,0 16,3 6,6
320 12,9 2,6
335 10,2

Jib length in (ft)
Radius 66 105 164 203 243 282 322 371

(ft) lbs lbs lbs lbs lbs lbs lbs lbs
53,3 184,0

65 156,1 144,8
85 115,5 114,3 98,9
95 100,7 99,8 93,7 75,1

110 83,5 81,2 72,0 55,9
120 75,1 72,9 68,0 53,9 43,0
130 68,1 66,0 64,0 52,3 42,4 30,8
145 57,6 56,0 45,7 40,7 30,1 19,0
160 50,9 49,3 42,2 38,2 28,8 18,4
190 40,6 39,3 37,7 33,0 26,5 16,7
225 31,0 29,6 27,4 23,8 15,2
265 22,5 21,5 19,6 13,7
280 19,5 17,8 11,8
305 14,7 15,2 6,2
325 12,1 2,4
340 9,6

Jib length in (ft)
Radius 66 105 164 203 243 262

(ft) lbs lbs lbs lbs lbs lbs
55,7 168,5

70 139,0 132,6
85 114,4 111,0 89,0
95 99,8 98,7 86,1

100 92,8 84,1 68,0
110 82,6 77,2 65,9 51,7
115 78,3 74,5 64,6 50,9 45,3
130 67,4 65,2 59,7 48,0 43,0
160 50,2 48,7 38,6 35,3
190 40,1 38,7 35,9 32,5
200 36,1 34,3 32,0
225 30,6 29,1 28,4
240 26,4 25,7
265 22,5 21,8
280 19,9
285 18,9
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Lift chart – luffing jib (No. 2316.xx) 

Main boom angle 75°

Main boom 134 ft Main boom 164 ft

Main boom 194 ft Main boom 213 ft

Capacities in metric tons with luffing jib (No. 2316.xx) 273,400 lbs counterweight + 125,700 lbs carbody counterweight. Above lift chart is for 
reference only. For actual lift duty and complete chart with all available configurations please refer to lift chart in operator’s cab or manual.

Jib length in (ft)
Radius 66 105 164 203 243 282 322 371

(ft) lbs lbs lbs lbs lbs lbs lbs lbs
60 181,2
75 122,9 122,7
85 100,1 97,7

100 75,0 73,9
115 63,3 58,6 55,6
125 33,4 50,6 50,0
135 45,1 44,1 44,2
150 38,7 36,3 36,5 33,6
165 33,8 31,5 30,5 30,9 26,1
180 30,3 27,6 27,0 26,1 23,8
185 26,5 26,1 24,5 22,3 16,3
220 19,6 19,1 16,7 14,4 12,0
255 13,9 12,1 9,3 6,7
295 8,0 5,4 2,7
300 5,1 2,2
335 3,0

Jib length in (ft)
Radius 66 105 164 203 243 282 322 371

(ft) lbs lbs lbs lbs lbs lbs lbs lbs
70 145,0
85 114,2 112,8
95 99,6 98,5

110 82,4 79,9
125 70,5 68,2 66,5
135 64,1 62,0 60,3
145 56,7 55,1 53,4
160 50,1 48,5 46,8 45,1
175 44,6 43,1 41,5 39,8 29,7
190 40,0 38,6 37,0 35,4 29,0
195 37,3 35,7 34,0 28,5 17,8
230 29,6 28,1 26,5 24,8 16,5
265 22,5 21,0 19,5 15,1
305 16,2 14,8 7,7
330 12,4 2,2
345 10,4

Jib length in (ft)
Radius 66 105 164 203 243 282 322 371

(ft) lbs lbs lbs lbs lbs lbs lbs lbs
75 129,6
90 103,7 102,1

105 33,4 84,7
115 75,8 73,1
135 62,3 59,9 58,1
140 59,5 57,2 55,5
150 52,4 50,7 49,0
165 46,4 44,8 43,0 41,3
185 40,0 38,4 36,7 35,0 22,6
200 36,0 34,5 33,0 31,3 22,3
205 33,4 31,8 30,1 22,1 16,6
235 27,5 25,9 24,3 21,1 15,6
275 20,1 18,6 17,0 13,9
310 14,8 13,2 8,2
335 11,0 2,7
350 9,8

Jib length in (ft)
Radius 66 105 164 213 243 282 322 371

(ft) lbs lbs lbs lbs lbs lbs lbs lbs
85 107,7

100 88,4 86,7
110 78,6 77,2
125 66,1 63,3
145 55,0 52,5 50,1
150 52,7 50,3 47,9
160 46,3 44,0 42,7
175 41,2 39,0 37,7 35,5
190 37,0 34,8 33,6 31,6 27,4
205 33,4 31,3 30,2 28,4 25,3
210 30,3 29,1 27,4 24,3 16,2
255 22,6 21,5 19,9 17,5 13,9
285 17,7 16,2 14,2 10,7
320 12,8 11,2 6,2
340 9,6 2,6
360 8,0

Jib length in (ft)
Radius 66 105 164 213 243 282 322 371

(ft) lbs lbs lbs lbs lbs lbs lbs lbs
90 96,8

105 80,3 66,4
120 68,1 66,7
130 60,5 57,5
155 48,6 46,0 43,5
160 46,6 44,1 41,7
165 42,4 40,0 38,2
180 37,8 35,5 34,0 30,7
200 32,8 30,6 29,4 26,4 23,1
215 29,7 27,6 26,4 23,7 20,5
220 26,7 25,5 22,8 19,7 15,2
265 19,9 18,8 16,9 14,0 10,2
290 16,0 14,4 11,6 7,9
330 10,8 8,6 4,3
345 7,6 2,3
370 5,6

Jib length in (ft)
Radius 66 105 164 213 243 262

(ft) lbs lbs lbs lbs lbs lbs
95 88,1

115 69,9 68,1
125 63,0 61,5
135 56,0 52,9
155 47,1 44,4
160 45,2 42,6 39,6
170 39,3 36,7 34,2
180 36,5 34,0 31,8 30,1
200 31,7 29,3 27,5 25,9
220 27,6 25,5 24,0 22,5
240 22,3 21,1 19,7
265 18,9 17,8 16,8
280 16,1 15,3
295 14,6 13,8
300 13,4
315 12,0

Main boom 66 ft Main boom 105 ft
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Lift chart – luffing jib (No. 2316.xx) 

Main boom angle 65°

Main boom 66 ft Main boom 105 ft

Main boom 134 ft Main boom 164 ft

Main boom 194 ft Main boom 213 ft

Capacities in metric tons with luffing jib (No. 2316.xx) 273,400 lbs counterweight + 125,700 lbs carbody counterweight. Above lift chart is for 
reference only. For actual lift duty and complete chart with all available configurations please refer to lift chart in operator’s cab or manual.

Jib length in (ft)
Radius 66 105 164 213 243 282 322 371

(ft) lbs lbs lbs lbs lbs lbs lbs lbs
80 121,9

100 33,4 77,0
135 46,8 45,5
165 30,8 31,3
180 28,0 25,4 23,8
195 24,2 21,3 20,0
200 20,0 18,8 15,0
225 15,8 14,0 11,9 9,3
240 13,8 11,9 9,9 7,6
255 10,5 7,9 5,7 4,4
260 10,0 7,4 5,3 4,0
270 9,0 6,4 4,2 2,0
280 5,8 3,3
295 4,8 2,1
300 4,5
305 4,2

Jib length in (ft)
Radius 66 105 164 203 243 282 322 371

(ft) lbs lbs lbs lbs lbs lbs lbs lbs
95 94,1

115 33,4 66,4
150 52,8 50,3
175 41,2 39,5
195 35,7 34,0 32,3
210 32,3 30,7 29,0
220 28,8 27,1 25,3
240 25,3 23,7 22,0 20,1
245 24,5 22,9 21,2 19,5
270 19,5 17,9 16,2 13,2
285 17,7 16,1 14,5 11,6
300 14,6 12,9 10,2
320 12,7 11,1 8,5
340 9,5 5,0
350 8,8 2,6
360 8,1

Jib length in (ft)
Radius 66 105 164 203 243 282 322 371

(ft) lbs lbs lbs lbs lbs lbs lbs lbs
104,8 66,4

125 64,1
130 59,5
165 44,2 41,6
185 35,7 33,9
210 30,1 28,4 26,6
220 28,2 26,5 24,7
230 24,8 23,1 21,2
255 21,1 19,5 17,7 15,5
260 20,5 18,8 17,1 14,9
280 16,5 14,8 12,8 9,1
300 14,5 12,8 10,9 7,4
320 11,1 9,4 5,9
335 9,9 8,2 4,9
360 6,1 2,3
375 5,0

Jib length in (ft)
Radius 66 105 164 203 243 282 322 371

(ft) lbs lbs lbs lbs lbs lbs lbs lbs
117,3 65,1

140 52,3 50,6
175 38,1 35,3
180 33,4 34,0
200 29,5 27,6
220 25,8 24,0 22,0
235 23,3 21,6 19,8
245 20,2 18,4 16,1
265 17,8 16,0 13,9 10,9
275 16,6 15,0 12,9 10,0
295 13,0 11,2 8,3 4,6
310 11,7 10,0 7,2 3,6
335 7,9 5,5 2,1
350 6,7 4,3
360 3,6
380 2,2

Jib length in (ft)
Radius 66 105 164 203 243 282 322 371

(ft) lbs lbs lbs lbs lbs lbs lbs lbs
129,8 53,4

150 44,6
155 41,0
190 31,5 28,6
210 24,8 22,7
235 20,9 19,1 16,6
245 19,6 17,8 15,4
250 17,2 14,9
255 16,6 14,4 11,3
280 14,0 12,1 9,2 6,2
285 13,6 11,8 8,8 5,8
295 10,9 8,1 5,1
300 10,5 7,7 4,8
320 8,9 6,4 3,6
340 4,9 2,3
360 3,5

Jib length in (ft)
Radius 66 105 164 203 243 262

(ft) lbs lbs lbs lbs lbs lbs
138,1 46,7

160 38,7
161 36,6
195 28,4 25,3
200 27,4 24,5
220 21,2 18,9
240 18,5 16,5 13,3
255 16,8 14,9 11,9 10,5
260 14,4 11,5 10,0
280 12,5 9,9 8,5
295 11,2 8,9 7,5
300 8,5 7,1
320 7,0 5,8
330 6,2 5,0
340 4,3
350 3,6
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Lift chart – luffing jib (No. 2316.xx) 

Main boom angle 45°

Main boom 66 ft Main boom 105 ft

Main boom 134 ft Main boom 164 ft

Main boom 194 ft Main boom 213 ft

Capacities in metric tons with luffing jib (No. 2316.xx) 273,400 lbs counterweight + 125,700 lbs carbody counterweight. Above lift chart is for 
reference only. For actual lift duty and complete chart with all available configurations please refer to lift chart in operator’s cab or manual.

Jib length in (ft)
Radius 66 105 164 203 243 282 322 371

(ft) lbs lbs lbs lbs lbs lbs lbs lbs
109,7 66,4

115 73,9
142 54,7
155 45,8
195 29,8
210 24,9
225 19,3
250 14,9
255 10,9
285 8,6
290 5,4
325 3,0

Jib length in (ft)
Radius 66 105 164 203 243 282 322 371

(ft) lbs lbs lbs lbs lbs lbs lbs lbs
137,5 53,5

145 33,4
170 39,6
180 36,8
220 25,7
240 22,5
255 18,8
275 16,6
285 13,8
315 11,2 9,4
350 7,0 4,5
385 2,1

Jib length in (ft)
Radius 66 105 164 203 243 282 322 371

(ft) lbs lbs lbs lbs lbs lbs lbs lbs
158,4 40,5

165 38,4
195 29,4
205 27,4
240 19,2
260 16,9
275 13,6
300 11,4
305 9,1
335 7,0
340 4,0
370 2,1

Jib length in (ft)
Radius 66 105 164 203 243

(ft) lbs lbs lbs lbs lbs
179,3 29,9

185 28,8
215 21,7
225 20,2
260 13,3
280 11,6
294 8,4
320 6,4
325 3,3
345 2,2

Jib length in (ft)
Radius 66 105 164 203

(ft) lbs lbs lbs lbs
200,2 21,5

205 20,8
235 15,1
245 14,1
285 7,2
305 5,7
315 2,3
320 2,0

Jib length in (ft)
Radius 66 105 164

(ft) lbs lbs lbs
214,1 16,5

220 15,9
250 11,0
260 10,1
295 3,1
300 2,9
310 2,3
315 2,0
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Boom configuration for boom lengths (66 ft – 272 ft) – see table 1 on page 10

Fixed jib configuration for fixed jib lengths (36 ft – 115 ft)
Length* Amount of fixed jib extensions

Fixed jib foot 23 ft 1 1 1 1 1 1 1 1

Fixed jib insert 10 ft 1 1 1 1

Fixed jib insert 20 ft 1 1 1 1

Fixed jib insert 40 ft 1 1 1

Fixed jib head 23 ft 1 1 1 1 1 1 1 1

Fixed jib length (ft) 46 56 66 76 85 95 105 115

Working range - fixed jib (No. 1713.xx) 15° and 30°
Main boom 88° – 30°

66 ft
76 ft

85 ft
95 ft

105 ft115 ft125 ft134 ft144 ft154 ft164 ft174 ft184 ft194 ft203 ft213 ft223 ft233 ft243 ft253 ft262 ft272 ft

46 ft
56 ft66 ft76 ft85 ft95 ft105 ft115 ft

*Actual lengths of boom sectors are metric (e.g. 3m, 6m, 7m, 12 m). The figures shown above are approximate conversions to feet.




