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HEIGHT ABOVE GROUND (FEET)

Boom And Jib Combinations

Medel | Boom Type |Min. Boom [Max. Boom NI(:I;L N}f’g" Max. Combination 1

M-250 Heavy-Lift Tap 000y 300 (2) 40 120 230" + 120 i
Long-Reach Top 190" (3) 230 (4) 40 L2 2607 + 120°

M-250- | Heavy-Lift Top 0 Q1) 300° (2} 40| 120 250 + 1207 (5) i

Series-2 | Long-Reach Top|  190' (3) 30 (4) 40| 20 2700 + 120 (6)

NOTE: { ) number refers to boom designated on range diagram.
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300-Ton Liftcrane A 30,000-Lbh. Clamshell
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Tel: (800) 500-CRANES or (714) 521-6410 e Fax: (714) 670-0247 e Email: info@continentalcrane.com

EASY MOBILIZATION
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—Min. Deck 36" (1.07m)
Max. Deck 5'4" (1.63m)
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Upperworks module with operator's cab, gantry, equalizer, self-assembly
jacks, and all wire rope: 84,000 lb., (without hoist and whipline wire rope:
76,2351b.), 43'2" x 9'10" x 7'11"
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f Carbody assembly, including carbody, rotating module, turntable
bearing, swing drive, 12' lower boom butt, and boom-raising
cylinder: 63,445 Ib., 28'11" x 9'8" x 8'7"

30' boom top with lower boom point, wire rope guide, and basic
pendants. 12,325 Ib. upper counterweight tray: 31,170 Ib.
Total load 43,495 1b., 33'0" x 8'6" x 9'6"

Lower side counterweights (2): 10,000 Ib. each *

Upper side counterweights: 10,750 Ib. Max. Deck 0.53m (Eurc

28' upper boom butt with wire rope guide, Max. Deck 2'0" (USA)
self-assembly rope guides, and boom stop: 11,070 Ib.

Total load: 41,295 |b., 39'2" x 8'6" x 11'4"

Component Weight (Lb) | Length Width | Height
10" Boom insert with pendants 2,360 10'6" 8'6" 8'0"
20' Boom insett with pendants 3,925 20'6" 8'6" 8'0"
40" Boom insert with pendants 6,545 40'6" 8'6" 8'0"
40' Basic No. 132 jib with strut and pendants 5,780 41'11" 4'0" 3'0"
20' Jib strut with sheaves and links 1,360 20'6" 4'0" 2'7"
20' Jib insert with pendants 1,045 20'6" 4'0" 3'0"
Lower counterweight tray with links 30,500 23'3" 6'4" 2'8"
Lower side counterweights (2) 10,000 ea. 5'7" 6'4" 1'4"
Lower center counterweight (Series-2 only) 18,400 10'0" 5'3" 1'4"
Upper counterweight tray with links 31,170 23'1" 6'9" 1'4"
Upper side counterweights (6 std.; 8 for Series-2) 10,750 ea. 511" 6'3" 1'5"
Upper center counterweights (2) 10,000 ea. 6'11" 5'6" 1'6"
Assembled counterweight (standard M-250) 167,000 23'0" 6'9" 7'8"
Assembled upperworks counterweight (Series-2) 207,000 23'0" 6'9" 9'2"
Carbody counterweights (Series-2) (2) 30,000 ea. 11'0" 6'0" 2'11"

CAPACITY: 300-ton maximum capacity. Outlifts many larger
lattice-boom cranes and 400-ton telescopic-boom cranes at
useful boom lengths and normal working radii.

MOBILITY: Complete M-250 Series-2 with 300" of boom and
120" of jib ships on 13 trucks.

MANITOWOC ENGINEERING CO.
Division of The Manitowoc Company, Inc.

Telephone: 414-684-6621 o Telefax: 414-683-6277

A

P.O. Box 70 2401 S. 30th St. « Manitowoc, WI 54221-0070

This information is for reference use only. Operators manual should be consulted and adhered to.
Please contact Continental Crane Co. at 800-500-CRANES or email info@continentalcrane.com for further information.

RELIABILITY: The M-250 delivers the same performance and
long life that have earned all Manitowoc cranes a worldwide
reputation for reliability and high resale value.

.. CODE COMPLIANCE: The Manitowoc M-250 can comply with
“all major operating codes, including the OSHA/ANSI, DIN,

Keboma, British, and French standards.

Continuing product improvement may change specifications without
notice.
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